
NINE SECTION BOX COMBINATION PACKAGING
ASSEMBLY DETAILS:

FIBREBOARD BOX:
4G OUTER

CODE:163
GB/1000

FOR PACKAGING GROUPS:
I     II    III
X   Y   Z

FOR CONFIGURATIONS OF
9 OR 18 INNERS

External Dimensions:
314 x 314 x 300mm 

Internal Dimensions:
250 x 250 x 300mm

NOTES:
Each Fibreboard Box OUTER
4G is U.N. certificated to
contain specific INNERS in
specific conformations. The
approved mode of packing
must be strictly adhered to in
order to comply with U.N.
Regulations

Vermiculite IS Required as
absorbent filling of remaining
available space.
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FLAMMABLE LIQUID

Design Right of Air S
ea Containers Limited

315 New Chester R
oad, Birkenhead, U.K.

9 PART DIVIDER

Top Layer = 9

Bottom Layer = 9

Vermiculite
(CODE 38)
Fill all
remaining
spaces.

FLAPS

An evenly distributed
layer of Vermiculite must cover the
bottom and top of the packaging spaces.

Vermiculite
(CODE 38)
Fill Top Layer.

9 of 85mm Layer
Pad
(CODE 158)

Vermiculite
(CODE 38)
Fill Bottom
Layer.

Buffer
Partitions
(Four sides
Interlock)

not included

included

AIR SEA CONTAINERS LTD.
521 Cavendish Street
Birkenhead, CH41 8FZ
Great Britain
Tel: +44 (0) 151 653 1500
Fax: +44 (0) 151 653 1515
Web site: www.airseadg.com
E-mail: uk@airseadg.com

Once closed, box must be 
sealed with 50mm adhesive
tape in a 'U' shape.


